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COMMITTEE OF THE WHOLE

Monday, March 27, 2017
at 7:00pm

City Hall Council Chamber
109 James Street
Geneva, IL 60134
Ald. Donald B. Cummings, Jr., Chair
AGENDA
1.

CALL TO ORDER

2.

APPROVE COMMITTEE OF THE WHOLE MINUTES FROM MARCH 13, 2017.

3.

ITEMS OF BUSINESS

a.

d.
e.

Recommend Approval of a Temporary Use Permit to Allow a Food Cart at 621 W. State (7-Eleven)
from April 1, 2017 to October 31, 2017.
Recommend Draft Resolution Amending Final Planned Unit Development Approval (Resolutions
2016-67 and 2001-23) for a Portion of the Geneva Commons Shopping Center – Mid America
Asset Management.
Recommend Draft Resolution Authorizing Purchase of Eleven (11) Sets of Structural Firefighting
Turn-Out Gear from Fire Ground Supply, Inc. in the Amount of $20,790.00.
Discussion on Citizen Request for Reduced Speed Limit on IL State Route 25 (Fox Run Subdivision)
FY2017-18 Budget Discussion on Enterprise Funds

4.

NEW BUSINESS

5.

ADJOURNMENT

b.
c.
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COMMITTEE OF THE WHOLE MINUTES
MARCH 13, 2017
PRESENT:

Mayor Burns, Ald. Bruno, Burghart, Cummings, Kilburg, Maladra, Marks, Radecki,
Simonian, Seno, Singer

STAFF:

Admin. Dawkins, Dir. DeGroot, Dir. Babica, Supt. VanGyseghem

1.

CALL TO ORDER

Ald. Bruno, serving as Chair, called the meeting to order at 7pm noting all aldermen were present.
2.

APPROVE COMMITTEE OF THE WHOLE MINUTES FROM FEBRUARY 27, 2017.

Moved by Ald. Seno, second by Ald. Maladra

V/V: 10-0

Motion carried.

3.

ITEMS OF BUSINESS

a.

Recognize the Geneva High School IHSA Class 2A State Champion Dance Team

Mayor Burns recognized the team, introducing each member to the audience and unveiled the city
welcome sign in their honor. The team also showed their motivational video that helped them achieve
their goals. The committee thanked them for their hard work and dedication.
b.

Recommend Draft Ordinance Amending Title 4, Chapter 2 (Liquor Control), Section 4-2-13
(License Fees and Number of Licenses) Adding One (1) Class B-3 Liquor License for Livia Italian
Eatery at 207 S. Third Street.

Moved by Ald. Cummings, second by Ald. Marks
Co-owner Kyle Arnold was present to answer questions and provide details on the new restaurant that
will be open in May.
V/V: 10-0
c.

Motion carried.

Recommend Draft Resolution Approving Site Plan (with Conditions) for ALDI, Inc. to Construct a
1,404 Square-foot Building Addition at 975 E. State Street.

Moved by Ald. Cummings, second by Ald. Marks
Aldi representative Peter Thomas was on hand to answer questions, stating that the expansion is part of
the company’s overall expansion efforts nationwide.
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d.

Recommend Waiver of Bidding Process and Draft Resolution Authorizing Execution of a Contract
with Centrisys Centrifuge Systems in the Amount Not-to-Exceed $52,275 for Repairs to
Dewatering Centrifuge at Wastewater Plant.

Moved by Ald. Marks, second by Ald. Kilburg
Supt. VanGyseghem provided information on the vendor and need for repairs at the plant.
V/V: 10-0
Motion carried.
e.

Recommend Waiver of Bidding Process and Draft Resolution Authorizing Execution of an
Agreement with Huddleston McBride Drainage Company in an Amount Not-to-Exceed $34,044.60
for Maintenance Activities Within the Prairie Green Natural Areas.

Moved by Ald. Marks, second by Ald. Seno
John Ryan of Land and Water Resources provided information on the vendor and overall status of the
wetland project.
V/V: 10-0
f.

Motion carried.

Discussion on Places for Eating Tax.

Mayor Burns stated this item was put on the agenda at the request of Ald. Simonian. Simonian expressed
his interest in voting to repeal the entire ordinance, stating that it was not fair to put the tax burden on
restaurants alone and that the tax was not properly communicated to that group prior to the ordinance
being adopted. Burns stated he had met with restaurant representatives along with Ald. Maladra and Ald.
Bruno to continue the dialogue and seek alternatives or compromise. Burns noted the last meeting he
had was in early February and had not heard from them since that time. Ald. Maladra and Ald. Bruno also
shared their recollections of those meetings, with Ald. Bruno inquiring how the city could assist affected
businesses with the costs of implementation. Bruno sought more details on what those costs would be of
the restaurateurs. Ald. Maladra asked that the council not lose focus on the need for the additional
revenues and that he was concerned about delaying action for yet another fiscal year.
Ald. Cummings and Ald. Singer, who both stated they voted in favor of the ordinance originally, now had
misgivings based on hearing from the restaurant community and understanding what burdens would be
placed on them. Cummings cited an online news article from Marketwatch on a ‘restaurant recession’.
Ald. Kilburg expressed concerns on deliberating on the topic during an election cycle and preferred to
wait until May to re-examine the ordinance and its implications on the city and restaurant owners.
Mike Anastasio, owner of Fiora’s at 317 S. Third, represented the restaurant owners in attendance and
asked the council to rescind the ordinance completely, stating that the burden on the owners was too
high. Patrick Neary, owner of Wildwood at 477 S. Third, and partner of Bien Trucha at 410 W. State, Al
Buchanan, owner of Geneva Wine Sellers at 227 S. Third, and Nancy Luyten, owner of Patten House at
124 S. Second all expressed concern over the tax and urged the council to rescind the ordinance.
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Buchanan, Neary and Anastasio stated that a new Geneva Food and Beverage Association had been
formed and they pledged to work with the city to find alternative revenue sources where there was more
equity amongst all Geneva business, not just restaurants.
Becky Hruby, a resident of Manchester Course and candidate for alderman in the Third Ward, expressed
her support for the ordinance but also suggested that any discussion on changes should wait until after
the election.
Michael Oleson, owner of Stockholm’s Vardshus and candidate for alderman in the First Ward, expressed
his opposition to the tax. He also stated if he were to be elected, he would recuse himself from any future
discussion on the tax.
Douglas Warlick, a resident of Fox Run Drive and candidate for alderman in the Fifth Ward, stated that all
the candidates have given their opinions on this tax through the Daily Herald candidate questionnaire so
voters would make an informed decision on April 4 and the council should look towards those results to
find consensus.
Ald. Burghart read from a statement Ald. Radecki made at the October 2016 meeting, where he gave his
support for the tax. Burghart characterized bringing back the ordinance as ‘political football’ and stated
she supported the ordinance with a sunset clause to rescind if a future sales tax referendum were to be
passed. Ald. Simonian stated that since there was clear support of a citywide sales tax, the city should
focus on that in 2018. Ald. Maladra once again brought up the issue of dealing with current budget needs
noting a future sales tax referendum, if passed, would do nothing to help with this year’s budget needs.
Ald. Radecki suggested the council focus on closing the budget gap whether it be making the tax 1%, not
2% as currently written; or perhaps there was another scenario that could be agree upon, recognizing
that it was a timely discussion due to the upcoming budget schedule.
Steve Rambo, a resident of Forest View Drive, stated his disgust at how this issue was being handled and
the disregard for the restaurateurs.
Ald. Seno stated her continued opposition to the tax. Ald. Marks stated that while he did vote in favor of
the tax last year, he has now determined more thought should have gone into the process and would
support rescinding the tax. Ald. Maladra again reminded the council that their responsibility was to find
the revenue to balance the budget and to date they have appeased the library board by not putting our
referendum on the November ballot, appeased the restaurateurs by not enacting the PET tax, and we’ve
heard from the Chamber that they do not support the citywide sales tax. Maladra stated at some point
they needed to do what was best for the city.
On a motion by Ald. Cummings, second by Ald. Seno, Cummings requested staff to draft an ordinance
rescinding the “Places for Eating Tax” for formal consideration on March 20, 2017.
ROLL CALL:

AYES: Cummings, Marks, Radecki, Simonian, Seno, Singer
NAYS: Bruno, Burghart, Kilburg, Maladra

Motion carried.
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4.

NEW BUSINESS

Admin. Dawkins relayed the information on the rescheduled leaf collection for Zones A & C due to the
recent snowfall. The pickups would now commence on March 20. Ald. Kilburg offered condolences to the
families of the victims and all those affected by the recent murders in St. Charles.
5.

ADJOURNMENT

On a motion by Ald. Simonian, second by Ald. Marks, the meeting adjourned at 10:25pm.
-Submitted by Recording Secretary Fornari
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AGENDA ITEM EXECUTIVE SUMMARY
Agenda Item:

Recommend Approval of an Amendment to Resolution 2016-67 related
improvements to the bell tower plaza area at Geneva Commons

David DeGroot, Community Development Director
Paul Evans, City Planner
Date:
March 27, 2017
Please Check Appropriate Box:
X Committee of the Whole Meeting
Special Committee of the Whole Meeting
City Council Meeting
Special City Council Meeting
Public Hearing
Other Associated Strategic Plan Goal/Objective: Vision 5: Goal B. Facilitate development of currently
underutilized property in the City.
Presenter & Title:

Budgeted? ____ Yes
Estimated Cost: $N/A
____ No
If “Other Funding,” please explain how the item will be funded:

Other
Funding?

____ Yes
____ No

Executive Summary:
The applicant, Geneva Commons, has occupied the subject property since it was first developed
in 2002 (Resolution 2001-23). On August 1, 2016, the Geneva City Council approved Resolution
2016-67 which approved changes to the bell tower plaza for electronic signage and
improvements to the adjoining plaza area to make it more pedestrian friendly. Mid-America
Asset Management (MAM), the management agency, is now requesting an amendment to
Resolution 2016-67 to upgrade and add more improvements to the bell tower plaza area.
Please see the attached plans for more detail.
The proposed improvements are compatible with the existing architecture and the overall
character of surrounding areas. The mass and scale of the proposed improvements do not
overwhelm the area and all improvements will meet state accessibility standards.
At its meeting on March 9, 2017, the Plan Commission unanimously recommended Site Plan
Approval of the requested amendments to the Geneva Commons Plaza area surrounding the
bell tower, as presented in attached draft resolution and staff report.
Attachments: (please list)
• Community Development Department Report
• Draft Resolution
Recommendation / Suggested Action: (how item should be listed on agenda)
Recommend Approval of an Amendment to Resolution 2016-67 related improvements to the
bell tower plaza area at Geneva Commons.
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RESOLUTION 2017-??
A RESOLUTION AMENDING FINAL PLANNED UNIT DEVELOPMENT APPROVAL
(RESOLUTIONS 2016-67 AND 2001-23) FOR A PORTION OF THE GENEVA
COMMONS SHOPPING CENTER – MID-AMERICA ASSET MANAGEMENT
WHEREAS, pursuant to Section 11-9-5 B of the Geneva City Code (Zoning Ordinance),
an application was duly filed on February 28, 2017, together with plans and specifications, by
Mid-America Asset Management, hereinafter known as “DEVELOPER”, with the Plan
Commission of the City of Geneva for an amendment to the approved Site Plan (Resolutions
2016-67 and 2001-23) related to the bell tower plaza area at Geneva Commons, legally described
in Exhibit “A”, and hereafter known as the “SUBJECT REALTY”; and
WHEREAS, the City of Geneva approved the Site Plan for Geneva Commons on July
16, 2001 under Resolution 2001-23 which approved specific plans and specifications for Geneva
Commons including the bell tower and adjacent plaza area; and
WHEREAS, the City of Geneva approved Resolution 2016-67 on August 1, 2016 which
amended Resolution 2001-23 for improvements to the bell tower and the adjacent plaza area; and
WHEREAS, foresaid application was presented to the Plan Commission and the
Plan Commission, at said March 9, 2017 meeting, received exhibits and testimony from
the DEVELOPER and City Staff; and
WHEREAS, at its meeting on March 9, 2017, after deliberation, the Plan
Commission unanimously recommended approval of the application to the City Council;
and
WHEREAS, the Committee of the Whole of the City Council of the City of
Geneva received the entire record of the Plan Commission meeting, the Plan
Commission’s recommendation, and considered the same on March 27, 2017; and
WHEREAS, at its meeting on March 27, 2017, after deliberation, the
Committee of the Whole of the City Council of the City of Geneva recommended
approval of the application; and
WHEREAS, the City Council of the City of Geneva considered the entire record
and the recommendations of the Plan Commission and the Committee of the Whole on
April 3, 2017; and
NOW THEREFORE, BE IT RESOLVED BY THE CITY COUNCIL OF THE CITY OF
GENEVA, KANE COUNTY, ILLINOIS, as follows:

Resolution 2017-??
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SECTION 1:

SITE PLAN APPROVAL

The Site Plan, Preliminary Engineering Plan, Tree Preservation Plan, Floor Plans and
Architectural Elevations, attached hereto as GROUP EXHIBIT “B” are hereby approved. Any
modifications, changes, updates or refinements made to any plans and/or specifications subject to
this approval after the date of this Resolution, except for those modifications, changes, updates
or refinements which are determined to be technical in nature by the Director of Community
Development shall require approval by the City Council:
A. Site Plan and Improvements by Kimley Horn and Associates, Inc. dated August 2,
2016
B. Layout Plan and Landscape Plan prepared by Kimley Horn and Associates, Inc.
dated February 27, 2017
SECTION 2:

DEVELOPMENT OF THE SUBJECT REALTY

Any development of the SUBJECT REALTY shall be carried out in conformity with the
applicable provisions of the Geneva City Code, this Resolution, and the approved final plans and
specifications set forth herein.
SECTION 3:

EFFECT OF RESOLUTION

That this Resolution shall take effect immediately upon its passage and shall be published by the
Clerk in pamphlet form.
PASSED by the City council of the City of Geneva, Kane County, Illinois this 3rd day
of April 2017.
AYES:

NAYS:

ABSENT:

ABSTAINING:

HOLDING OFFICE:

APPROVED by me as Mayor of the City of Geneva, Kane County, Illinois this 3rd
day of April 2017.

Mayor
ATTEST:
City Clerk

Resolution 2017-??
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EXHIBIT “A”
LEGAL DESCRIPTION
THAT PART OF THE NORTHEAST QUARTER OF SECTION 5, TOWNSHIP 39 NORTH, RANGE 8 EAST OF THE
THIRD PRINCIPAL MERIDIAN DESCRIBED AS FOLLOWS:
COMMENCING AT THE SOUTHEAST CORNER OF THE WEST HALF OF SAID QUARTER; THENCE EASTERLY
ALONG THE SOUTH LINE OF SAID QUARTER, 224.20 FEET; THENCE N 01°36’16” W, 40.00 FEET TO THE
NORTHERLY LINE OF WILLIAMSBURG ROAD AS CONVEYED BY DOCUMENT 96K68159 FOR A POINT OF
BEGINNING; THENCE CONTINUING N 01°36’16” W, 1868.48 FEET; THENCE N 88°23’44” E, 746.60 FEET;
THENCE S 01°36’16” E, 297.00 FEET; THENCE N 88°23’44” E, 273.05 FEET TO THE WESTERLY LINE OF
RANDALL ROAD AS CONVEYED BY DOCUMENT 1014345; THENCE S 01°40’38” E ALONG SAID WESTERLY
LINE, 113.82 FEET; THENCE CONTINUING SOUTHERLY ALONG SAID WESTERLY LINE, BEING A CIRCULAR
CURVE HAVING A RADIUS OF 34277.50 FEET CONCAVE TO THE WEST, THE CHORD OF WHICH BEARS S
00°51’08” E, 987.12 FEET; THENCE S 00°01’38” E ALONG SAID WESTERLY LINE, 410.82 FEET TO SAID
NORTHERLY LINE OF WILLIAMSBURG ROAD; THENCE S 67°25’40” W ALONG SAID NORTHERLY LINE,
55.89 FEET; THENCE S 80°48’04” W ALONG SAID NORTHERLY LINE, 151.33 FEET; THENCE S 88°23’44” W
ALONG SAID NORTHERLY LINE, 793.36 FEET TO THE POINT OF BEGINNING IN THE CITY OF GENEVA AND
GENEVA TOWNSHIP, KANE COUNTY, ILLINOIS.

Resolution 2017-??
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GROUP EXHIBIT “B”
o
o

Site Plan and Improvements by Kimley Horn and Associates, Inc. dated August 2, 2016
Layout Plan and Landscape Plan prepared by Kimley Horn and Associates, Inc. dated February
27, 2017

Resolution 2017-??
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Community Development Department Report

GENEVA COMMITTEE OF THE WHOLE

MARCH 27, 2017

Amendment to Geneva Commons
Approved Site Plan

Applicant
John Zoerner, Mid-America
Asset Management
Location
Geneva Commons
Requests
Amendment to Resolution
2016-67 related to
improvements to the bell
tower plaza area at Geneva
Commons.
Recommendation
At their March 9, 2017
meeting, Plan Commission
unanimously recommended
approval of the proposed Site
Plan as requested.

Figure 1. Location Map. Prepared by Geneva Planning Division, March, 2017.

BACKGROUND
Staff Liaison
Paul Evans
City Planner
Phone: (630) 232-0818
Email: pevans@geneva.il.us

In April of 1996 the City Council approved Ordinance 96-27, which
granted a Special Use for the Fisher Farms Planned Unit
Development (PUD). The Fisher Farms PUD consists of a mix of
residential and commercial developments encompassing 428 acres.
The PUD established zoning and development standards for several
commercial and residential areas. The subject property, Geneva
Commons, is part of the commercial area known as Commercial
Area A in the Fisher Farms PUD.
The applicant, Geneva Commons, has occupied the subject property
since it was first developed in 2002 (Resolution 2001-23). On August
1, 2016, the Geneva City Council approved Resolution 2016-67
which approved changes to the bell tower plaza for electronic
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Amendment to Geneva Commons
Approved Site Plan

signage and improvements to the adjoining plaza area to make it more pedestrian friendly. MidAmerica Asset Management (MAM), the management agency, is now requesting an amendment to
Resolution 2016-67 to upgrade and add more improvements to the bell tower plaza area. Please see
the attached plans for more detail.

REQUESTS
The applicant is requesting a Site Plan amendment to Resolution 2016-67 for modifications to the
Geneva Commons plaza area surrounding the bell tower, as shown in the attached plans.

REVIEW COMMENTS/STAFF ANALYSIS
Site Plan Development Approval
Mid-America Asset Management (MAM) is proposing to modify the bell tower plaza area to create a
seating area for events and more attractive amenities for Geneva Commons. Planned improvements
include updated lighting, decorative paving, interactive art, multiple seating areas and arrangements
(sofas, Adirondack chairs, Chase lounges, benches and stone seatwalls), enhanced landscaping and a fire
feature. Staff has reviewed the proposed site plan and finds that it adequately addresses the City’s
standards set forth for Site Plan approval in Section 11-14A-10 of the Zoning Ordinance.
Site Design & Plan Layout
Mid-America Asset Management, as a part of the bell tower improvements, is requesting to modify the
existing plazas located east and west of the bell tower. Previously, the site plan improvements under
Resolution 2016-67 were focused east of the bell tower. In this new plan, the improvements are also
proposed west of the bell tower and the improvements continue further on the east side of the bell
tower.
The plan calls for the demolition of stone seating walls, and the removal of all landscaping, trees and
concrete paving. The plaza will include an artificial turf seating area surrounded by a landscaped
planting area. The proposed artificial turf is flush with the sidewalk for ease of access and accessible
parking has been added around the plaza. The proposed lighting will also conform to the illumination
standards of the City.
The proposed improvements are compatible with the existing architecture and the overall character of
surrounding areas. The mass and scale of the proposed improvements do not overwhelm the area and
all improvements will meet state accessibility standards.

RECOMMENDATION
At their March 9, 2017 meeting, Plan Commission unanimously recommended approval of the proposed
Site Plan as requested.

REVIEW/APPROVAL PROCESS: NEXT STEPS*
1. April 3, 2017 – City Council consideration of request
*This timeline is provided for informational purposes only, exact dates are subject to change.
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ATTACHMENTS

Amendment to Geneva Commons
Approved Site Plan

Project Narrative and Site Plan Standards Compliance submitted March 1, 2017
Site Plan and Improvements by Kimley Horn and Associates, Inc. dated August 2, 2016
Layout Plan and Landscape Plan by Kimley Horn and Associates, Inc. dated February 27, 2017
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GENEVA COMMONS
GATHERING AREA PROJECT

DESCRIPTION OF PROPOSED IMPROVEMENTS

In addition to the previously-planned improvements to the bell tower and the area immediately
adjacent to it, ownership proposes to expand those improvements throughout the plaza area.
The proposed improvements include updated lighting, enhanced landscaping, multiple seating
areas of various configurations, interactive art and a fire feature along with a variety of
hardscape improvements.
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GENEVA COMMONS
GATHERING AREA PROJECT

STATEMENT OF COMPLIANCE WITH STANDARDS FOR SITE PLANS

Please note the following specific statements of compliance with the Geneva Standards for Site Plans.
The proposed improvements shall:

x
x
x
x
x
x
x
x
x
x

Be consistent with the existing architectural theme
Continue to be served by the existing infrastructure
Continue to be accessible to emergency services
Be compatible with the mass and scale of the existing architecture and character of the
surrounding areas
Continue to be usable and accessible
Include adequate fire hydrants in accessible places
Continue to collect and dispose of stormwater
Be structurally sound
Conform to illumination standards
Continue to conform to the Zoning Ordinance
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L1.1

LAYOUT AND MATERIALS NOTES

NORTH

L1.0

GENEVA, IL 60134

1. WRITTEN DIMENSIONS WILL TAKE PRECEDENCE OVER SCALED DIMENSIONS.
2. SHOULD SITE CONDITIONS BE DIFFERENT THAN WHAT IS INDICATED ON THE DRAWINGS CONTACT THE LANDSCAPE
ARCHITECT IMMEDIATELY FOR CLARIFICATION.
3. CONTRACTOR SHALL COORDINATE AND BE RESPONSIBLE FOR ALL SUB-GRADE COMPACTION UNDER PAVED AREAS.
REFER TO IDOT STANDARD SPECIFICATIONS FOR COMPACTION REQUIREMENTS. COORDINATE ALL COMPACTION
TESTING WITH OWNER'S REPRESENTATIVE. CONTRACTOR SHALL BE FINANCIALLY RESPONSIBLE FOR THE
REPLACEMENT OF ANY PAVING THAT CRACKS OR MOVES RESULTING FROM IMPROPER COMPACTION.
4. CURVED WALKS AND CURB EDGES ARE INTENDED TO BE CONSTRUCTED WITH SMOOTH FLOWING CURVES. ANYTHING
OTHER THAN SMOOTH FLOWING CURVES WILL BE REJECTED.
5. THE CONTRACTOR SHALL OBTAIN, AT HIS EXPENSE, ALL PERMITS WHICH ARE NECESSARY TO PERFORM THE PROPOSED
WORK.
6. THE CONTRACTOR SHALL PROVIDE A STAKED LAYOUT OF ALL SITE IMPROVEMENTS FOR INSPECTION BY THE OWNER'S
REPRESENTATIVE AND MAKE MODIFICATIONS AS REQUIRED AT NO ADDITIONAL COST TO THE OWNER.
7. THE CLEANING OF CONCRETE TRUCK DELIVERY CHUTES IS PROHIBITED AT THE JOB SITE. THE DISCHARGE OF WATER
CONTAINING WASTE CONCRETE THE STORM SEWER IS PROHIBITED.
8. LAYOUT WALKS, SCORE JOINTS AND PAVING PATTERNS AS CLOSELY AS POSSIBLE TO PLANS, DETAILS, AND
SPECIFICATIONS. DO NOT DEVIATE FROM PLANS UNLESS SPECIFIC APPROVAL IS OBTAINED FROM THE OWNER'S
REPRESENTATIVE.
9. CONCRETE EDGES, SAW CUTS AND/OR TROWELED SCORE JOINTS SHALL BE CRISP, CLEAN, COMPLETE AND NEAT IN
APPEARANCE. LOCATE ALL JOINTS AS IDENTIFIED ON THE PLANS OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE.
10. ALL WORK SHALL BE CONFINED TO THE AREA WITHIN THE CONSTRUCTION LIMITS AS SHOWN ON THE PLANS. ANY AREAS
OR IMPROVEMENTS DISTURBED OUTSIDE THESE LIMITS SHALL BE RETURNED TO THEIR ORIGINAL CONDITION AT THE
CONTRACTOR'S EXPENSE. IN THE EVENT THE CONTRACTOR REQUIRES A MODIFICATION TO THE CONSTRUCTION LIMITS,
WRITTEN PERMISSION MUST BE OBTAINED FROM THE OWNER'S REPRESENTATIVE PRIOR TO ANY DISTURBANCE
OUTSIDE OF THE LIMITS OF WORK.
11. CONTRACTOR SHALL PROVIDE ALL PROTECTION AND FACILITIES NECESSARY TO INSURE PROPER CURING AND FINISH
OF PAVING.

L1.2

©

602 COMMONS DRIVE

OVERALL
LAYOUT PLAN

Geneva Commons
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MATCHLINE; SEE SHEET L1.1

NORTH

SEE SHEET L1.5 FOR ALL SITE FURNISHINGS.

L1.2

Geneva Commons
602 COMMONS DRIVE
GENEVA, IL 60134

EAST LAYOUT
PLAN

©

28

MATCHLINE; SEE SHEET L1.2

NORTH

SEE SHEET L1.5 FOR ALL SITE FURNISHINGS.

L1.1

Geneva Commons
602 COMMONS DRIVE
GENEVA, IL 60134

WEST LAYOUT
PLAN

©
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NORTH

SEE SHEET L1.5 FOR ALL SITE FURNISHINGS.

L1.3

Geneva Commons
602 COMMONS DRIVE
GENEVA, IL 60134

WEST LAYOUT
ENLARGEMENT
PLAN

©
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NORTH

SEE SHEET L1.5 FOR ALL SITE FURNISHINGS.

L1.4

Geneva Commons
602 COMMONS DRIVE
GENEVA, IL 60134

EAST LAYOUT
ENLARGEMENT
PLAN

©
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L2.1

LANDSCAPE NOTES
1.

2.

4.

3.

5.
6.

8.

7.

9.

10.
11.

12.
13.

THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR INSTALLING MATERIALS AND PLANTS SHOWN ON THE
LANDSCAPE PLAN. THE CONTRACTOR IS RESPONSIBLE FOR THE COST TO REPAIR UTILITIES, ADJACENT LANDSCAPE,
PUBLIC AND PRIVATE PROPERTY THAT IS DAMAGED BY THE CONTRACTOR OR THEIR SUBCONTRACTOR'S OPERATIONS
DURING INSTALLATION OR DURING THE SPECIFIED MAINTENANCE PERIOD. CALL FOR UTILITY LOCATIONS PRIOR TO ANY
EXCAVATION.
THE CONTRACTOR SHALL REPORT ANY DISCREPANCY IN PLAN VS. FIELD CONDITIONS IMMEDIATELY TO THE LANDSCAPE
ARCHITECT, PRIOR TO CONTINUING WITH THAT PORTION OF WORK.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR OF ANY OF THEIR TRENCHES OR EXCAVATIONS THAT
SETTLE.
ALL NURSERY STOCK SHALL BE WELL BRANCHED, HEALTHY, FULL, PRE-INOCULATED AND FERTILIZED. DECIDUOUS
TREES SHALL BE FREE OF FRESH SCARS. TRUNKS WILL BE WRAPPED IF NECESSARY TO PREVENT SUN SCALD AND
INSECT DAMAGE. THE LANDSCAPE CONTRACTOR SHALL REMOVE THE WRAP AT THE PROPER TIME AS A PART OF THIS
CONTRACT.
ALL NURSERY STOCK SHALL BE GUARANTEED, BY THE CONTRACTOR, FOR ONE YEAR FROM DATE OF FINAL INSPECTION.
AMENDED SOIL SHALL BE PROVIDED AND GRADED BY THE GENERAL CONTRACTOR UP TO 6 INCHES BELOW FINISHED
GRADE IN TURF AREAS AND 18 INCHES IN PLANTING AREAS.
PLANTING AREA SOIL SHALL BE AMENDED WITH 25% SPHANGUM PEATMOSS, 5% HUMUS AND 65% PULVERIZED SOIL
FOR ALL SHRUB, ORNAMENTAL GRASS, PERENNIAL AND ANNUAL BEDS. AMENDED TURF AREA SOIL SHALL BE STANDARD
TOPSOIL.
SEED/SOD LIMIT LINES ARE APPROXIMATE. CONTRACTOR SHALL SEED/SOD ALL AREAS WHICH ARE DISTURBED BY
GRADING WITH THE SPECIFIED SEED/SOD MIXES.
CONTRACTOR SHALL INSTALL SHREDDED HARDWOOD MULCH AT A 3" DEPTH TO ALL TREES, SHRUB, PERENNIAL, AND
GROUNDCOVER AREAS. TREES PLACED IN AREA COVERED BY TURF SHALL RECEIVE A 4 FT WIDE MAXIMUM TREE RING
WITH 3" DEPTH SHREDDED HARDWOOD MULCH. A SPADED BED EDGE SHALL SEPARATE MULCH BEDS FROM TURF OR
SEEDED AREAS. A SPADED EDGE IS NOT REQUIRED ALONG CURBED EDGES.
WEED FABRIC SHALL ONLY BE APPLIED UNDER DECORATIVE STONE APPLICATIONS. METAL EDGE
INSTALLATION OF TREES WITHIN PARKWAYS SHALL BE COORDINATED IN THE FIELD WITH LOCATIONS OF UNDERGROUND
UTILITIES. TREES SHALL NOT BE LOCATED CLOSER THAN 5' FROM UNDERGROUND UTILITY LINES AND NO CLOSER THAN
10' FROM UTILITY STRUCTURES.
DO NOT DISTURB THE EXISTING PAVING, LIGHTING, OR LANDSCAPING THAT EXISTS ADJACENT TO THE SITE UNLESS
OTHERWISE NOTED ON PLAN.
PLANT QUANTITIES SHOWN ARE FOR THE CONVENIENCE OF THE OWNER AND JURISDICTIONAL REVIEW AGENCIES. THE
CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL PLANT QUANTITIES AS DRAWN.
THE OWNER'S REPRESENTATIVE MAY REJECT ANY PLANT MATERIALS THAT ARE DISEASED, DEFORMED, OR OTHERWISE
NOT EXHIBITING SUPERIOR QUALITY.
THE CONTINUED MAINTENANCE OF ALL REQUIRED LANDSCAPING SHALL BE THE RESPONSIBILITY OF THE OWNER OF
THE PROPERTY ON WHICH SAID MATERIALS ARE REQUIRED. ALL PLANT MATERIALS REQUIRED BY THIS SECTION SHALL
BE MAINTAINED AS LIVING VEGETATION AND SHALL BE PROMPTLY REPLACED IF THE PLANT MATERIAL HAS DIED PRIOR
TO FINAL ACCEPTANCE. PLANTING AREAS SHALL BE KEPT FREE OF TRASH, LITTER, AND WEEDS AT ALL TIMES.
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AGENDA ITEM EXECUTIVE SUMMARY
Agenda Item:

Authorize the purchase of eleven (11) sets of structural
firefighting “turn-out” gear for the Geneva Fire Department

Presenter & Title:

Michael Antenore, Fire Chief

Date:

March 27, 2017

Please Check Appropriate Box:
X Committee of the Whole Meeting
Special Committee of the Whole Meeting
X City Council Meeting
Special City Council Meeting
Public Hearing
Other Associated Strategic Plan Goal/Objective: N/A
Estimated Cost: $ 20,790

Budgeted? __X_ Yes
___ No

Other
Funding?

____ Yes
__X_ No

If “Other Funding,” please explain how the item will be funded: N/A
Executive Summary:
This request is to purchase eleven (11) new sets (coats and pants) of personal
protective clothing otherwise known as “turnout gear.” The new turnout gear is
replacing out of date and worn turnout gear for 11 members of the department.
NFPA 1851: Standard on Selection, Care, and Maintenance of Protective Ensembles
for Structural Fire Fighting and Proximity Fire Fighting states that gear is to be retired
10 years after the date of manufacture. This standard covers helmets, gloves, coats,
pants, hoods and boots. Some gear, depending upon use and wear, has to be retired
before the 10 year anniversary date.
The turnout gear being replaced has been in service for an average life of 9.4 years and
will shortly reach the 10 year limit. Additionally several of the pieces being replaced
have already exceeded the 10 year limit.
The low bid was for $1,865.00 per set of turnout gear from Fire Ground Supply, Inc.
Additionally we have elected to add an accessory pocket liner to hold tools that will
prevent premature pocket failure. Each pocket failure has resulted in repair costs in
excess of $100.00.
The total cost per set of turnout gear, as requested, is $1,890.00.
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Attachments: (please list)
 Resolution No. 2017-___
 City of Geneva Turnout Gear Bid Specifications
 Summary of Quotations
Recommendation / Suggested Action: (how item should be listed on agenda)
Consideration by the City Council to approve the purchase of eleven (11) sets of turnout gear from Fire Ground Supply, Inc. for $20,790.00.
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RESOLUTION NO. 2017RESOLUTION AUTHORIZING
THE PURCHASE OF PERSONAL PROTECTIVE CLOTHING

BE IT RESOLVED BY THE CITY COUNCIL OF THE CITY OF GENEVA, KANE
COUNTY, ILLINOIS, as follows:

SECTION 1:

That the City Administrator is hereby authorized to execute, on behalf of

the City of Geneva, the purchase of eleven (11) sets of personal protective clothing otherwise known
as “turn gear” to be used by 11 members of the Fire Department.

SECTION 2: This Resolution shall become effective from and after its passage as in
accordance with law.

PASSED by the City Council of the City of Geneva, Kane County, Illinois, this ____ day of
_________, 2017.

AYES: __

NAYS: __ ABSENT: __

ABSTAINING: __

HOLDING OFFICE: __

Approved by me this ____ day of __________, 2017.

Mayor
ATTEST:
City Clerk
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Label
The garment shall be labeled according to the applicable standards and regulations. A warning label shall
be applied about use and protection of the garment. A human readable unique serial number shall be
assigned to the jacket and pant. The unique serial number shall be also translated into bar code so it can
be read by care and maintenance facilities.
COMPLY ___________

EXCEPTION ___________

Stitching and Seams
Unless specified otherwise, all Major A seams (outer shell body seams) shall be at least double-needle
stitched, using one or a combination of the following stitch types: 301, 401, 504, and 516. All Major B
seams (moisture barrier and thermal liner seams) shall be stitched using stitch types 516. In addition,
moisture barrier seams shall be heat and pressure sealed with a 1" wide sealing tape for protection
against liquid penetration. All stress points such as pockets, flaps, zippers, storm flap and tabs shall be
bar-tacked for reinforcement using no more than 28 stitches over 5/8" to prevent damage to the material.
All seams shall use Nomex thread only. There shall not be any skipped stitches, broken threads or visible
tucks. If there are any broken threads, they are to be repaired from the same needle holes. Thread
tension shall be constant throughout. The seam shall be taut and without balls of thread. Backtacks shall
be used on all lock stitches and shall have a minimum of 3 and a maximum of 4 stitches. All pockets and
reflective trim shall be lock-stitched to the body of the garment. All hook and loop fasteners shall be lockstitcliea:-Haok-analoop fa-stener Sfrips- of 4"and less in length (pocketcI6sure5;-throat tab) shall be
attached with a box & cross-stitch pattern.
COMPLY _ _ _ _ __

EXCEPTION,__________

Packaging
Each garment shall be packed in an individual bag. This The FEMSA Official User Guide shall be
included in all the individual bags so the firefighter assigned the new gear can read all relative information
on the protective apparel.
COMPLY _ __ __

_

EXCEPTION,_____

___

MATERIALS
Outer Shell

~ The outer shell shall be of a rip stop construction composed of 7.5 ounces per square yards blend of
60% Kevlar® /40% NomeX® lilA treated with a water repellent finish
The outer shell color shall be 181 natural (gold).
COMPLY _ __ _ __

EXCEPTION __________
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Moisture Barrier

~ The moisture barrier material shall be Two-layer CROSSTECH® moisture barrier - Type 2C, which is
comprised of a CROSSTECH® membrane laminated to a 3.3 ounce per square yard NomeX® lilA woven
pajama check substrate. The CROSSTECH® membrane is an enhanced bicomponent membrane
comprised of an expanded PTFE (polytetrafluoroethylene, for example Teflon®) matrix having a
continuous hydrophilic (i.e., water-loving) and oleophobic (i.e., oil-hating) coating that is impregnated into
the matrix. CROSSTECH® moisture barrier seams shall be sealed with GORE-SEAM® tape using a
Series 5000EF (or higher) GORE-SEAM® sealing machine to afford comparable bacteriophage
penetration resistance performance.
All components of the moisture barrier used in the garments shall be cut at the same time and from the
same lot number to insure consistent quality. All components of the moisture barrier used in the garment
shall be of the same type, as specified above, throughout the garments except for neoprene coated
materials used to protect the elbows from compression and steam burns. There shall not be any pre-cut
or pre-assembled parts used in the garments.
COMPLy ____________

EXCEPTION,________

Thermal Liner
If an equivalent thermal liner is proposed, bidder is requested to supply characteristics of the fabrics, such
as coefficient of friction

~ The thermal liner shall be constructed of a 100% Aramid batting quilted with Nomex thread to a slick
Nomex twill face cloth constructed from filament and spun yarns (Ultraflex) . The thermal liner shall have
with a total weight of approximately 7.6 oz/yd 2 .
COMPLy _ _ _ _ _ __

EXCEPTION,_ _ _ _ _ __

Composites
Thermal liner shall be 100% Aramid. Foam in the thermal liner is considered not acceptable by the fire
department.
COMPLy _ _

_ _ __

EXCEPTION,_ _ _ _ _ __

COA T CONSTRUCTION

Note: All the dimensions in the specification are based on a regular coat, size 46" chest; they may vary for
other sizes according to grading.

The body of the coat shell shall be constructed of five separate body panels consisting of two front
panels, two side panels and one back panel. The coat shall be available in both men's and women's
patterns. The coat shall be available in three different lengths to ensure sufficient overlap of coat and pant
depending on height of the firefighter.
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•

•
•

Short, which is 31 % " in length (men's) or 20% " in length (women's) when measuring from collar
seam to hem (for firefighter 5'6" and less). Women's short coat is only available with zipper
closure system.
Regular, which is 33%" in length (men's) or 31%: in length (women's) when measuring from collar
seam to hem.
Tall, which is 35W' in length (men's) or 33W' in length (women's) when measuring from collar
seam to hem (for firefighters over 6' - 1").

The bottom front of the coat shall be raised 4" to prevent filled pockets from impeding general movement.
The bottom design of the coat shall be tapered downward to the rear to accommodate deep pockets on
the rear side. The tapered-down design shall insure the pockets are set lower as to not interfere with the
waist straps from the breathing apparatus and maintain pocket flaps just below the straps for
uninterrupted access.
The coats shall be available in 2" chest increments from 34" through 64" (women's coat available in 26" to
56"). Sleeve length shall be available in multiple lengths from extra short to extra long and graded
according to size.
COMPLY ____________

EXCEPTION_ _ _ _ __

The collar shall measure three (3) inches high with a four (4) layers construction composed of two (2)
layers of outer shell, one (1) layer of thermal liner and one (1) layer of breathable moisture barrier. A
collar strap made of the same piece as the jacket storm flap ("L" shaped) shall be attached to the side of
the collar using FR hook and loop fastener of 2" X 2" on the flap and 2" X 5" on the collar to prevent any
opening in this area. No internal Velcro, snaps or zips shall be accepted for attachment of the liner collar
to the outer shell collar. Front storm flap shall be one piece continuous to prevent infiltration any
openings. Storm Flap shall be of a minimum of four (4) inch wide.

COMPLY _ _ _ _ __

EXCEPTION,_ _ _ _ _ __

Sleeves and Cuffs
The sleeves shall be constructed of a 3-piece, set-in, ergonomic design such that the joining seams do
not obstruct the movement of the shoulders and arms. The elbow area shall have a layer of fire resistant
neoprene coated fabric sewn between the thermal liner and the moisture barrier for additional protection
against steam burns.

~ The sleeve ends shall be reinforced at the cuffs with a 2" wide band (1" finished) of Hypalon-coated
Kevlar, double locked-stitched to the cuff. The color of the reinforcement shall be coordinated to the color
of the outer shell.
COMPLY ____________

EXCEPTION_ _ _ __ _
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Wristlets and Waterwells
The inside of the sleeve ends shall terminate in a double thickness knit wristlet. These wristlets shall be
sewn to a waterwell approximately 3" in length forming a water barrier between the wristlet and the
sleeve. This water barrier shall be lock-stitched to the outer shell fabric and lock-stitched at the cuff. The
wristlets and waterwells configuration shall prevent water and debris from entering between the outer
shell and the liner when the arms are raised.

181

The Wristlet shall be made of double thickness Nomex knit, finished length of approximately 3Y. ",
sewn to a fire resistant neoprene coated fabric waterwell .

COMPLY _ _ _ _ __

EXCEPTION _ _ _ _ __

Front Closure I Storm Flap
The front closure shall consist of a storm flap measuring 4 %" by 21%". It shall be constructed of two plies
of outer shell material sandwiching a center ply of moisture barrier material. The ply of moisture barrier
shall not be pre-cut and shall be of the same type of moisture barrier as the rest of the coat for con
tenuous protection throughout.

181

The storm flap shall be secured in the closed position with 1%" wide hook fastener on the underside
of the storm flap. Positive coat closure shall be by means of a heavy duty zipper on Nomex tape, 20"
long, covered by the storm flap . The zipper shall be double needle lock stitched to the left and right coat
front panels. A tab of Hypalon-coated Kevlar, double th ickness and 4" long , shall be attached to the
zipper slider to facilitate opening and closing with gloved hands.
The storm flap shall have an integrated extension at the top insuring that there is no gap in protection . the
storm flap extension shall be a contoured continuation of the storm flap and constructed of two layers of
outer shell sandwiching a layer of moisture barrier. The ply of moisture barrier shall not be pre-cut and
shall be of the same type of moisture barrier as the rest of the coat for continuous protection throughout.
The storm flap extension shall measure not less than 10" wide by 3" high.
The storm flap extension shall be secured to the collar, and shall be adjustable in the horizontal and
vertical planes, by means of a 2" x 2" strip of loop fastener attached to the inside of each wing of the
storm flap extension . The storm flap extension right wing shall have a 2" x 1" strip of hook fastener sewn
to the inside so that the storm flap extension left wing may be folded under and attached to the strip of
hook fastener on the right wing in the stowed position.
COMPLY _ _ _ _ _ ___

EXCEPTION,_ _ _ _ __

Drag Rescue Device (ORO)
All coats shall be equipped with a deployable Drag Rescue Device that is built within the outer shell liner,
to help in various rescue situations such as dragging or moving incapacitated firefighters to safety. The
device shall consist of 1% " Kevlar webbing strap appropriately placed between the liner and the outer
shell. The webbing strap shall be no longer than 100" and graded to size. The webbing strap shall form a
loop around the shoulders and exit the coat above he collar seam, so as to not interfere with SCBA straps
or units. The handle of the harness shall be located outside the garment, and shall remain hidden under a
tapered flap of outer shell material when not in use. The letters ORO shall be applied and lock stitched to
the flap to allow easy identification in low light conditions. The stitch overlapped ends of the Kevlar

5

42

webbing shall be tested for 3000 Ibf strength, per ASTM D 6775. The Kevlar webbing shall have a 9000
Ibf tensile strength. A triangular piece of reflective material shall be sewn on the drag rescue device flap
for easier spotting of the drag rescue device handle.
This device is not intended for a vertical or suspended rescue.
COMPLY ___________

EXCEPTION,_ _ _ _ _ __

Back and Shoulders

The back panel shall be tapered down, not less than 4", providing a tailored fit without reducing range of
motion.
There shall be a contoured padding of one layer of Ara-Fill, sewn between the moisture barrier and the
thermal inner at the top of the shoulder to enhance thermal insulation protect against compression of
materials, as well as to reduce steam burns due to heat transfer.
COMPLY

EXCEPTION

Thermal Liner Construction I Zip-In Liner

All major (8) seams shall use 516 SSA-2 stitching pattern with Nomex® thread (Elite tex 45). Stitching
shall have a minimum of 8 to 10 stitches per inch. This inner liner construction shall be cut a maximum of
three (3) inches shorter for the jacket and one (1) inch shorter for the sleeves. This inner liner shall be
attached to the outer shell by one Nylon zipper running along the front closure of the jacket and is
protected with a layer of breathable moisture barrier and thermal liner. This liner is also attached by two
(2) tabs with snaps at each sleeve end. Two additional layers of thermal liner shall be sewn in the
shoulder area for increase CCHR protection. A hanging loop constructed of shell fabric measuring 4" long
by 314" wide shall be installed in the neck area of the liner. Use of non breathable material in this section
shall not be permitted. Thermal liner and moisture barrier shall be bonded by the mean of stitching with
bias-cut neoprene moisture barrier. This way of joining the thermal liner and moisture barrier gives an
easy and cheap access to the moisture barrier membrane for care and inspection. Use of less breathable
moisture barrier or non breathing moisture barrier shall not be permitted.
The use of multiple zippers or gloves snaps to secure the liner to the outer shell left aned right body
panels shall not be acceptable.
COMPLY ___________

EXCEPTION_ _ _ _ __

Hangar Loop
A hangar loop constructed of the specified outer shell material measuring approximately
sewn inside the collar, approximately one inch from the top.
COMPLY __________

~"

by 3" shall be

EXCEPTION_ _ __ __

Closure

The positive closure system shall consist of a heavy duty brass #10 zipper with NomeX® tape of
approximately twenty three (23) inches long graded to the size of the jacket. The storm flap shall be
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approximately five (5) inches wide and twenty six (26) inches long in a ONE PIECE reversed "L" shape
and constructed of four (4) layers: two (2) layers of outer shell, one (1) layer of moisture barrier and one
(1) layer of thermal liner. The flap shall be fastened to the front jacket by means of FR hook and loop
fastener two (2) inches by twenty three (23) inches on the flap and two (2) inches by twenty three (23)
inches on the front panel of the outer shell. Moisture barrier in storm flap shall be the SAME as the
moisture barrier selected for the whole liner. Use of less breathable or non breathable moisture barrier in
the storm flap shall not be permitted .

COMPLy ___________

EXCEPTION_ _ _ _ __

Retro-reflective Fluorescent Trim
The trim shall be lock-stitched to the coat. There shall be a layer of fire resistant neoprene coated fabric
sewn to the thermal liner under the reflective trim at the wrist.

181

The trim type shall consist of Scotchlite triple trim , 3 inch wide, yellow/silver/yellow.

The trim shall be configured in the following manner.

~

NFPA
-1
-1
-1
-1

pattern consisting of:
band around forearm of each coat sleeve
horizontal across upper back
around entire circumference of the coat hem
horizontal band across chest

COMPLy _ _ _ _ _ ___

EXCEPT ION._ _ _ _ __

Labeling
All coats shall bear a label stating the following :
•
•
•
•
•
•
•
•
•
•

Name and address of the manufacturer
Date of manufacture
Size
Care instructions
Materials used in the construction of the garment
Proof of certification to the latest edition of the applicable standard
FEMSA warning
Unique serial number
Bar coded unique serial number
Order number

COMPLy _ _ _ _ __

EXCEPTION_

_ _ _ __
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COAT OPTIONS
POCKETS

Pockets
There shall be one inside pocket measuring a least 8" by 10". A pocket shall be constructed of a black
2
Nomex lilA facecloth 3.2 oz/yd
The bottom front of the coat shall be raised 4" to prevent filled pockets from impending bending and
general movement. The bottom design of the coat shall be tapered downward to the rear to
accommodate deep pockets on the rear side. The tapered-down design shall insure the pockets are set
lower as to not interfere with the waist straps form the breathing apparatus and maintain pocket flaps just
below the straps for uninterrupted access.
The pockets shall be integrated in the left and right side panels. The pockets shall consist of a Kevlar
panel sewn to the underside of the bottom of t he outer shell. The pockets shall be graded to size and
shall measure not less than 9~ "high at the back. The pockets shall be accessed through a horizontal
opening in the side panel seam. A flap measuring 8 %" shall cover the pocket opening. Two strips of hook
fastener on the pocket and two strips of loop fastener on the pocket flaps shall secure the pocket flap.
The pockets shall have an expansion pleat measuring not less than 2" wide by 2" deep in the center of
the pocket opening. Two (2) water evacuation eyelets shall be installed at the bottom of each pocket.
Each pocket shall two (2) bartacks on each lower corner, one (1) bartacks on each top corner and one (1)
bartacks on each side of the pocket flap for a total of eight (8) bartacks per pocket.
COMPLY ___________

EXCEPTION___________

Radio Pockets
The radio pocket shall be rectangular measuring at least 8" x 2". It shall have a flap measuring at least 4"
wide with a 2" x 4" hook fastener on the pocket and a 2" x 4" loop on the flap for adjustment. The lower 5"
of the radio pocket shall be reinforced with an extra layer of outer shell fabric.
The radio pocket shall be sewn to

~ The left chest
COMPLY

EXCEPTION

Inside Pocket's Lining
Inside pocket measuring approximately seven and a half (7.5) inches wide by eight (8) inches high
constructed of outer shell is sewn inside the jacket on the liner.
COMPLY

EXCEPTION

ACCESSORIES

Microphone Loop
The microphone loop shall be 1" x 2 %" long band of Nomex webbing and shall be installed with bar
tacks.
The microphone loop shall be sewn to
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~ The upper left chest
COMPLY

EXCEPTION

Flashlight Loop with utility strap
The flashlight loop shall be made of double layer of outer shell fabric 2" x 2" wide . The flashlight loop shall
be sewn to

~

The right chest
COMPLY

EXCEPTION

Outer Shell extension removable patch with Hook & loop (4"X17")
A patch of the "tail-coat" style for lettering constructed of shell fabric shall be installed on the lower back
portion of the jacket and secured to the jacket with the use of hook and loop fastener and snaps. This
patch shall measure approximately four (4) inches high by seventeen (17) inches wide.
COMPLY _

_ _ _ __

EXCEPTION _ _ _ __ _

HAND GUARD OPTIONS
A NomeX® tube wristlet with a thumb hole shall be attached to the neoprene gaiter a each sleeve end.
The hole shall be lined with neoprene.
COMPLY _

_

_

_ __

EXCEPTION_ _ _ _ __
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PANT CONSTRUCTION
Note: All dimensions in the specification are based on a regular pant and are graded according to size.

PANT SPECIFICATIONS
CONSTRUCTION OF EXTERIOR SHELL
All seams shall be locked stitched with Nomex® thread (Bonded B69 tex 70) to prevent stitches from
coming apart by themselves if cut or used. All major (A) seams shall be sewn using 301 LSBM-4 stitching
pattern. Number of stitches shall be between 8-10 stitches per inch. Stress points such as pockets,
pocket flaps, fly flap and suspender attachments shall be bar tacked for increased durability. The body
panels for the legs and inseam shall be shaped to provide tailored fit.
COMPLY ___________

EXCEPTION________

The waist shall be cut full length in proportion with the pant size. A waistband reinforcement lined with
moisture barrier measuring no less than two (2) inches with a full length zipper shall be used to attach the
inner liner of the pants to the outer shell. Less breathable or non breathable moisture barrier shall not be
used in this section.
COMPLY ___________

EXCEPTION, _________

Moisture Barrier Construction
All moisture barrier seams shall be stitched and seams shall be sealed with a minimum one (1) inch
sealing tape of GORE-SEAM®. One side of the tape shall be coated with heat-activated glue. ,11,ny seam
tape narrower than one (1) shall be unacceptable because of the liquid penetration risk associated with
narrower seam tape.
COMPLY ___________

EXCEPTION,_ _ _ _ __

Thermal Liner Construction
All major (B) seams shall be locked stitched (516 SSA-2) with Nomex® thread (Elite Tex 45). This inner
liner construction shall be cut a maximum of three (3) inches shorter than the pant outer shell. This inner
liner shall be attached to the outer shell with eleven (11) snaps at the waist and two (2) tabs at each pant
leg . Two layers of thermal liner shall be installed in the knee area for increased thermal protection due to
compression. Thermal liner and moisture barrier shall be bonded by the mean of stitching with bias-cut
neoprene moisture barrier. This way of joining the thermal liner and moisture barrier gives an easy access
to the moisture barrier membrane for care and inspection.
COMPLY ___________

EXCEPTION,_ _ _ _ __
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Hem Arch Cut
The hem of the pant leg shall have a 1-1/2 inch arch cut in the back portion of the leg panel. This arch
shall start from the side seam of the pant leg and go up one 1-1/2 inch in the center of the back of the leg
and back down to the opposite seam of the pant leg .
COMPLY _ _ __ __

EXCEPTION. _ _ _ _ __

Pant Closure
The positive closure system shall consist of a heavy duty YKK #10 brass NomeX® zipper of
approximately ten (10) inches long. The storm flap shall be approximately three (3) inches wide and
twelve (12) inches long and constructed of three (3) layers: one (1) layers of outer shell, one (1) layer of
moisture barrier and one (1) layer of thermal liner. The flap shall be fastened to the front of the pant by
means of FR hook and loop fastener two (2) inches by twelve (12) inches on the flap and two (2) inches
by twelve (12) inches on the front panel of the outer shell.
COMPLy _________

EXCEPTION _ _ _ _ __

FLY FLAP
The interior fly flap shall be constructed of three (3) layers consisting of outer shell, moisture barrier and
thermal liner and shall be a continuation of the leg panel. The exterior fly flap shall be constructed in the
same fashion giving a six (6) layer protection to this area. The flaps shall be attached together using hook
and pile fastener measuring one and a half ( 1 %) inch wide X ten (10) inches long on the external flap
and two (2) inches wide X ten (10) inches long on the internal fly flap. The positive exterior closing system
shall be an inward facing hook and Dee ring.
COMPLy _ __ _ __

EXCEPTION._ _ _ _ __

POCKETS
Regular pockets:
Full bellows pockets
The pants shall be equipped with two (2) bellow pockets approximatively ten (10) inches high by ten (10)
inches wide and two (2) inches deep on the back portion of the pockets. The flap shall exceed the pocket
by y,. .. on each side and be 3-1/2"H. The flap shall close with the use of two FR hook and loop fastener on
each side of the flap 2"H X 3"W and two 2"H X 2"W on the face of the pocket. Two (2) water evacuation
eyelets shall be installed at the bottom of each pocket. Each pocket shall two (2) bartacks on each lower
corner, one (1) bartacks on each top corner and one (1) bartacks on each side of the pocket flap for a
total of eight (8) bartacks per pocket.
COMPLy _ _ _ __ __

EXCEPTION ____ __ _

Reinforcement of Knees
The use of darts, moulded, articulated knee and this design better shapes the knee in order to increase
flexibility, mobility and comfort. The knee area shall be reinforced by a rectangular piece of Ara-Shield®
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(Polymer coated Kevlar® twill) graded in length in proportion with the pant size and shall be double
stitched to the outer shell.
COMPLY _ _ _ _ __

EXCEPTION,_ _ _ _ __

Pants Cuffs
The pant cuffs shall be reinforced with Ara-Shield® (Polymer jacketed Kevlar® twill) 2-1/8" inch in width.
To prevent wear associated with abrasion, the Arashield® is folded to prevent any raw edge. Arashield®
length shall be 1" on the inside and 1" on the outside and shall be sewn with two (2) rows of locked
stitches.
COMPLY _

_ _ _ __

EXCEPTION,_ _ _ _ __

Reflective Trim
The trim shall positioned around the lower portion of the leg above the cuff. Trims shall have two (2) rows
of lock stitching on each side of the trim.
The retro-reflective trim shall be 3" triple trim (Scotchlite® 3M, color on borders and silver in the centre).
COMPLY _ _ _ _ __

EXCEPTION,_ _ _ _ __

Suspenders
DELUXE Cotton Suspenders ("H")
Removable H style deluxe cotton suspenders. The suspenders shall be constructed of heavy-duty cotton
of two (2) inch wide attached to the back of the pants with a two (2) inch wide and four (4) inch long
elastic strap, folded back to form a loop. This strap shall be sewn into the back of the outer shell panel
and secured with a minimum of two (2) bar tacks. The front part of the suspenders shall be removable
with the use of two (2) plastic buckles. A female plastics buckle shall be permanently attached to the front
body of the pants with a two (2) inch wide and four (4) inch long elastic strap, folded back to form a loop.
The male part of the buckle shall be attached to the suspenders. In addition a shoulder padding shall be
installed at the shoulder area of the suspenders consisting of a thermal liner measuring a minimum of 6
inches long by 1 % inches wide sewn directly to the suspender. A quick adjust metal "Iadderlock" buckle
shall be installed on the front of the suspender to tighten or release the suspenders quickly. The
suspenders shall be cut in proportion to the size of the fire fighter measurements and completely
removable.
COMPLY _

_ _ _ __

EXCEPTION,_ _ _ _ __

Neoprene removable suspender padding
A pair of removable neoprene padding made of 1/8" thick padding. Finished padding measures ten (10)
inches high by two (2-1/2) and a half inches wide. The neoprene piece is serged all the way around. A
vertical is made in the center of the padding to ease folding. Hook fastener two (2) inches wide by ten
(10) inches long is sewn on the padding; matching loop fastener is attached to the pad by serging only
the vertical side of it onto the neoprene padding. This configuration allows to wrap the suspender with the
padding.
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COMPLY _ _ _ _ __

EXCEPTION _ _ _ _ __

OTHER OPTIONS
Two waist adjustments take-up straps with plastic buckles
The pants shall be equipped with adjustable Nomex straps on each side of the pants. The front part of the
adjustable strap shall be one (1) inch wide by ten (10) inches long. The rear part of the adjustable strap
shall be one (1) inch wide by four (4) inches long. Each strap shall be sewn to the outer shell with
bartacks. Both straps shall be joined together with a plastic buckle and offer a minimum adjustment of
four (4) inches (eight (8) inches in total.
COMPLY _ _ __ __

EXCEPTION,_ _ _ __ _

Inseam Guard
An inseam protector made of outershell fabric shall be sewn to the interior of the leg in the pant cuff area.
The inseam protector shall measure 2" wide by 4" high.
COMPLY _ _ __ _ _

EXCEPTION,_ _ _ _ __

Extra Knee Padding
The knees shall be padded with two layers of thermal barrier material, lock stitched between the thermal
barrier and moisture barrier.
COMPLY _

_ __ __

EXCEPTION _ _ _ _ __

REINFORCEMENT
Knee Reinforcement
The knee reinforcements shall be constructed of a rectangular piece of Hypalon-coated Kevlar measuring
13" high by 9" wide, and sewn onto the knee area of the outer shell.
COMPLY

EXCEPTION

POCKETS

Full Bellow Pockets 10" x 10"
There shall be two full bellow pockets, at least 10" x 10" with a 2" deep bellow and a 4" x 10 % " flap. The
pant pockets shall be sewn over the side seams at the thighs. The flap shall be secured by two 2" x 2"
strips of hook fasteners on the pocket and by two 2" x 2" strips of loop fasteners under the flap. Each
pocket shall be equipped with two drainage grommets. Each pocket shall be bar tacked for added
strength.
COMPLY

EXCEPTION
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FY2016‐17 Gear Quote Summary
Retailer
Fire Ground Supply

Manufacturer Model
Options
Inno Tex
Inno 6000 Nomex Advance
Iono Tex
Energy
Nomex Armor AP

$
$

Price
Notes
1,875.00
1,865.00

Dinges Fire Company

Cairns
Cairns

RSX
RSX

Nomex Advance
Nomex Armor AP

$
$

1,799.00 Did not meet specifications
1,995.00

Municipal Emergency Services

Globe

G_XCEL

Nomex Advance

$

1,880.00

